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Executive Summary

The Environmental Protection Agency (EPA) and the State of Michigan both have established
regulations to manage the disposal of Coal Combustion Residuals (CCR, or coal ash), which
includes groundwater monitoring. In compliance with both the federal CCR Rule and Part 115
solid waste rules, the Lansing Board of Water & Light (BWL) has been conducting a
groundwater monitoring investigation to evaluate the potential for groundwater to be impacted
by the CCR waste impoundments at the Erickson Power Station in Delta Township. BWL has 17
monitoring wells that are monitored frequently, and semiannual reports are available on BWL'’s
website. In 2021 BWL measured exceedances in the glacial aquifer (upper aquifer) over
groundwater protection standards (GPS) from the CCR impoundments for boron, calcium,
lithium, sulfate, and total dissolved solids. In response to public concern, in February 2022 BWL
initiated a sampling program of private wells in a focus area downgradient (i.e., downstream) of
the Erickson CCR impoundments. This report describes the private well sampling program and
results for the 52 private wells sampled. Descriptions of data collected are through the end of
2022. Consistent with most drinking water wells in the region, the private wells sampled in the
focus area are between 100 and 400 feet in depth and in the Saginaw bedrock aquifer
(composed primarily of shale), which lies below the glacial aquifer (composed of clays, silts, and
sands). Because the minerals of different rock types impact the groundwater quality, it is
important to monitor groundwater in both the bedrock and the glacial materials separately. BWL
installed monitoring wells in the bedrock at Erickson and sampled throughout 2022 to evaluate
background and downgradient bedrock groundwater quality. While the shallow groundwater in
the glacial sediments at Erickson does appear to be impacted, the deeper bedrock groundwater
well at Erickson does not exceed background bedrock concentrations.

Boron concentrations in private wells in the focus area ranged between 0.15 and 6.3 mg/L.
Lithium concentrations in private wells in the focus area range between 0.007 and 0.096 mg/L.
The report reviews the private well water quality using multiple approaches, which provide
multiple lines of evidence, to consider the potential for the observed boron and lithium
concentrations in private wells to be impacted by the Erickson CCR impoundments. For
example, the private well water quality was compared to the Ingham County and Delta
Township bedrock groundwater quality studies. These studies also observed similar
concentrations of boron and lithium. The water quality at the private wells sampled
downgradient of Erickson has the same or similar characteristics that the Ingham County and
Delta Township studies characterized as “naturally occurring” and associated the high boron
with the shale that the groundwater flows through. While this is significant, in effort to be as
thorough as possible, this report reviews the data using multiple approaches:

e Comparison to Erickson bedrock background groundwater quality- There were no
exceedances over groundwater protection standards observed in the bedrock aquifer at Erickson in
proximity to the impoundments, while there are exceedances in the glacial aquifer at Erickson in
proximity to the impoundments. It would not typically be expected that there would be exceedances
over GPS a mile (i.e., 5,280 feet) downgradient in the bedrock with no exceedances in closer
proximity.

e Concentrations relative to distance from Erickson- Groundwater velocity was used to estimate
travel time in the glacial sediments, and it is estimated that the groundwater would travel
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approximately 4,200 feet from the Erickson impoundments over 50 years. Over 80% of private wells
with concentrations of boron over 2.0 mg/L (health advisory level for children) are 5,650-8,500 feet
from the Erickson impoundments. Most private wells are farther away than the groundwater is thought
to have traveled.

Concentrations relative to depth- For metal contaminants, typical migration away from a shallow
source is significantly less in the vertical direction (depth) than horizontal direction (vertical is only 1
percent of the horizontal migration). Therefore, the majority of the plume would remain shallow. This
is not what was observed in sampled private wells, where boron and lithium concentrations relative
to private well depth appear random.

Plume geometry- If the boron values observed in private wells represented a boron plume from the
Erickson impoundments, the plume shape would not match what is typically seen in contaminant
transport, because the observed exceedances are wider and deeper than what a typical plume would
be.

Transport solution for a continuous release to groundwater- There is an equation that can be
used to estimate what the Erickson impoundments boron concentration would have been if it was
acting as a constant source to groundwater. To get the maximum boron concentration observed in
the private wells sampled, the impoundments would have had to be leaking boron to groundwater at
a concentration of over 11,000 mg/L for 50 years. This is a high concentration (by orders of
magnitude) and requires a constant source, conservative aquifer parameters, and no sorption or
retardation. This indicates that the impoundments would have had to leach an unrealistically high
boron concentration to be the source observed at private wells given this set of aquifer parameters.
Flow and transport model- A groundwater flow and transport model is in progress for Erickson. The
preliminary model simulated bedrock boron plume outer-most edge, which is known to be overly
conservative, is approximately 3,000 feet away from the closest private well. The simulated glacial
boron plume outer-most edge, which is shallower and calibrated closer to the observed
concentrations in monitoring wells, is approximately 1,500 feet away from the closest private well.
These simulations indicate the plume would not have travelled far enough to be near any private
well.

General water quality- The private well water quality was reviewed and compared to that of the
glacial groundwater closer to Erickson, where impacts to groundwater have been observed. Based
on the impacts to groundwater near the impoundments, sulfate concentrations would be expected to
correlate with the boron in the private wells if the Erickson impoundments were the source of the
boron; and this is not observed, which provides evidence that the boron in these private wells may
be naturally occurring. Piper diagrams are a tool to visualize and compare the chemistry of water
samples. A review of the private well data on a piper diagram demonstrated that private bedrock well
water quality, even neighboring lots, plot in two or three different quadrants of the diagram, indicating
they are different classes of waters. This is a visual representation of the water quality variability in
the wells sampled, and this kind of variability is more commonly indicative of natural variability, as
opposed to an indication of impact by a contaminant source.

Similarities to Ingham County and Delta Township bedrock groundwater quality studies- The
water quality at the private wells has the same or similar characteristics that Rowe et al. (2021) in
Ingham County and Rowe (2022) in Delta Township characterized as “naturally occurring” and
associated the higher boron with the shale bedrock.

FR

These various data review approaches each suggest a similar interpretation that the boron and
lithium concentrations in the private wells appear to be likely naturally occurring and
representative of the shale bedrock aquifer. This is particularly plausible given the similarities
observed in the Ingham County and Delta Township groundwater studies with the comparable
aquifer lithology (shale). BWL has presented to the regulatory agencies their intent not to
sample the private wells further at this time, which was met with verbal approval; however,
several questions remain in the investigation that BWL will continue to study in cooperation with

EGLE.
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1.0 Introduction

In compliance with Federal Coal Combustion Residuals (CCR) Rule and Michigan Part 115
solid waste rules, the Lansing Board of Water & Light (BWL) has been conducting a
groundwater monitoring program to evaluate the potential for groundwater to be impacted by the
the CCR impoundments at the Erickson Power Station located at 3725 South Canal Road in
Delta Township, Eaton County, Michigan (Figure 1). In 2021 BWL measured statistically
significant exceedances in the glacial aquifer (upper aquifer) from the CCR impoundments for
boron, calcium, lithium, sulfate, and total dissolved solids (TDS). In response to public concern,
in February 2022, BWL initiated a sampling program to sample 52 private wells in a focus area
generally downgradient of the potential source area at the Erickson Power Station (Erickson).
This report describes the private well sampling program and results. Because the groundwater
monitoring program at Erickson is ongoing and will continue for years, descriptions of data
collected are through the end of 2022.

2.0 Background

The U.S. Environmental Protection Agency’s (EPA) final CCR Rule 40 CFR 8257 and
Michigan’s Part 115 Solid Waste Management, of the Natural Resources and Environmental
Protection Act, 1994 PA 451 (Part 115), establishes a comprehensive set of requirements for
the management and disposal of CCR (or coal ash) in surface impoundments by electric
utilities. The Erickson Power Station contained a single coal-fired generator capable of
producing 165 megawatts of electricity, which was retired from operations on November 27,
2022. Erickson has three CCR impoundments: the Forebay, Retention Basin, and Clear Water
Pond (CWP) (Figure 2 and 3). The three CCR impoundments are currently inactive, with
ongoing dewatering and CCR removal.

The BWL CCR surface impoundments, Forebay, Retention Basin, and CWP, are not licensed
under Part 115 because Michigan Department of Environment, Great Lakes, and Energy
(EGLE) denied BWL'’s permit application; however, BWL is continuing to work with EGLE and
develop compliance documentation for EGLE as if the impoundments were permitted under an
operating permit. BWL implements both the federal and state groundwater monitoring programs
concurrently to comply with both the federal CCR Rule and Part 115 solid waste rules. The Part
115 permit application requirements included approval of a Hydrogeologic Monitoring Plan
(HMP) (HDR, 2021a). The HMP was approved by EGLE and describes the monitoring network,
sampling and analysis plan, and data validation and statical procedures for the monitoring
program to comply with Part 115 solid waste rules. BWL has expanded the monitoring network
in 2022; therefore the 2021 HMP is in the process of being revised for resubmission to EGLE to
include the new background well data that was collected (eight sample events) in 2022 and the
updated site-specific groundwater protection standards (GPS).

BWL installed seven additional monitoring wells in 2022, including background wells and
bedrock and glacial downgradient wells to evaluate the horizontal and vertical extents of the
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plume. BWL also sampled the wetland surface water on the eastern property boundary,
downgradient of the CCR impoundments. Additionally, significant updates to the groundwater
flow and transport model were made. A summary of the status of the groundwater monitoring
program at Erickson, including laboratory data, can be reviewed in either of the two annual
monitoring reports posted on BWL’s CCR website, the Groundwater Monitoring 2022 Annual
Report for Compliance with the Michigan Part 115 CCR Solid Waste Regulations and the 2022
Annual Groundwater Monitoring Report and Corrective Action Report and Semi-Annual Remedy
Selection and Design Progress Report for Compliance with the Coal Combustion Residuals
(CCR) Rule.

3.0 Facility Description

From 1970 to 2014, fly ash and bottom ash were sluiced from the plant to a 33-acre
impoundment (includes the area shown as the now Former Impoundment, the Forebay, and the
Retention Pond in Figure 2). Water flowed to the CWP before returning to the plant for use. The
33-acre impoundment was physically closed in 2014 (CCR was removed from the impoundment
and disposed off-site) and the Forebay and Retention Basin were installed within its footprint,
leaving a 28-acre inactive area currently described as the Former Impoundment on Figure 2 and
Figure 3. Between 2014 and 2022 bottom ash from the coal-fired boiler was sluiced from the
plant to dewatering tanks (hydro-bins). The dewatered bottom ash from the hydro-bins was
trucked to a sanitary landfill, which accounted for the majority of the CCR disposal. The decant
water from the hydro-bins was hydraulically fed through the Forebay, Retention Basin, and then
to the CWP to allow the minimal remaining CCR patrticles to settle out before returning to the
plant. Fly ash is handled dry and collected in on-site silos and then shipped off-site for beneficial
reuse or disposal in a regulated landfill. In addition to the flow from the hydro-bins, the CCR
impoundments historically received non-CCR wastewater, including flows from the coal pile
runoff sump and plant sumps, which was ceased January 3, 2023.

The interior embankments and floors of both the Forebay and Retention Basin are lined with a
layer of geosynthetic clay overlain with a 40-millimeter-thick flexible polyvinylchloride membrane
liner (FML). Each FML is protected with geofabric and a 6- to 12-inch layer of sand. The tops of
the embankments that are subject to wave action are protected with an additional layer of
geofabric and 6 to 12 inches of stone rip-rap. The tops of the interior embankments of the CWP
are protected with approximately 6 inches of stone rip-rap. The Former Impoundment and the
CWP are lined with compacted clay. There are no regulated outfalls associated with the
impoundment system. In addition to the three active CCR impoundments (Forebay, Retention
Basin, and CWP), the Site is bordered by Lake Delta on the southwest side (Figure 2).

Erickson Power Station was retired from operations on November 27, 2022. The plant pipelines
were washed down and CCR waste disposal ceased to the CCR impoundments on December
29, 2022. The non-CCR stormwater flows to the impoundments ceased January 3, 2023. As
part of closure self-implementation, an initial Closure Plan for the CCR impoundments was
completed in 2019 (NTH, 2019). The CCR Impoundments Closure Work Plan for removal of
CCR was completed in April 2022 and approved by EGLE on January 17, 2023. A contractor
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has been selected and initiated dewatering for CCR excavation in February 2023. CCR removal
is scheduled to be completed in October 2023.

3.1 Hydrogeology

The CCR impoundments at Erickson Power Station are in areas underlain with unconsolidated
clay, silt, sand, and gravel of glacial origin which rest upon approximately 10,000 feet of
consolidated bedrock sediments composed of primarily shale, some sandstone, and
interbedded layers of coal and dolomite called the Saginaw Formation. Depth to the uppermost
aquifer under the impoundments is determined to be approximately 6 to 20 feet below surface in
the glacial sediments, which is referred to as the glacial aquifer. Given the bedrock surface
between 36 and 61 feet below surface, the upper glacial aquifer thickness at the site is
approximately between 16 and 47 feet thick. The groundwater flow direction is east-northeast
under the impoundments and remains similar flow direction throughout the year. The glacial
aquifer is above a thick bedrock aquifer, known as the Saginaw aquifer. There does not appear
to be a confining unit between the glacial and Saginaw aquifers, and there is a downward
vertical gradient between multilevel wells and therefore the conceptual site model assumes the
potential for hydraulic connectivity from the glacial aquifer to the Saginaw Aquifer.

The private wells identified in the focus area were completed in the Saginaw bedrock aquifer. Of
the wells that had well logs in the State well log database, Wellogic, the bedrock was dominated
by shale and sandstone and were completed at varying depths between 100 and 460 feet below
ground surface. The variable depth for well completion is consistent with shale dominated
system with interbedded sandstone and coal and dolomite, where significant variations in
permeability are expected. The Hydrogeologic Monitoring Plan, available on the BWL CCR
website, includes a description of available literature on the geology and hydrogeologic unit
parameters.

3.2 Erickson Monitoring Well Network

The monitoring network at Erickson is displayed on Figure 3 and as of the end of 2022, is
composed of 17 monitoring wells. Of the 17 wells, three are completed on-site and in the
bedrock aquifer (two background wells and one downgradient of the impoundment) and the
remainder on-site and in the glacial aquifer. Seven of those monitoring wells were drilled in 2022
in response exceedances in groundwater (MW-7B, MW-7C, MW-11, MW-11B, MW-12, MW-
12B, and MW-13).

Upon comparison of water quality data obtained from the bedrock wells installed in 2022 to the
glacial wells, it is evident that background constituent concentrations differ between the glacial
and bedrock aquifers. Therefore, it is prudent to establish bedrock background values separate
from the glacial background values, which results in GPS values for each aquifer. As of
December 2022, eight samples were collected from the two background bedrock wells and
background values for the bedrock aquifer have recently been developed and are discussed in
Section 4.2.1 below.
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Figure 1. Vicinity Map for Erickson Station.

6 |



BWL | Private Well Sammpling Report
Erickson Power Station

0 FEET 1,000

DATA SOURCE: NAIP Imagery: Natural Color

HYDRO-BINS

FOREBAY

4

[IPAKEIDE [TA

ERICKSON POWER STATION
I-)? EATON COUNTY, MICHIGAN

PATH: J\RESOURCECEN TERIUSER WORKSPACESAKAPLE'CONFIOENTIAL_WELL_DATABASE?.2_WORK_IN_PROGRESSMAP_DOCSDRAF TIERICKSONS TATION_PORTRAITMXD - USER: AKAPLE - DATE: 11302020

Figure 2. Erickson Station Facility Layout.

7|



BWL | Private Well Sampling Report
Erickson Station

WELL LOCATION MAP

Bedrock Aquifer Background Monitoring Well

) W [

Bedrock Aquifer Perimeter Monitoring Well

N _ Glacial Aquifer Background Monitoring Well
Glacial Aquifer Impoundment Monitoring Well

Glacial Aquifer Perimeter Monitoring Well
[ cCR Impoundment

|| Erickson Property Boundary

Delineated Wetland

A

[ 1
0 Miles 0.2

Data Source: Google Earth Imagery - May 2022

ERICKSON POWER STATION
EATON COUNTY, MI

Figure 3. Erickson Station CCR Units and On-Site Monitoring Wells.

FR

8 |



BW.L | Private Well Sampling Report
Erickson Station I‘)?

4.0 Private Well Monitoring

4.1.1 Frequency

In response to public concern, BWL initiated a sampling program of private wells in 2022. BWL
retained HDR to define a focus area based on a conservative cone shape (or triangle) from the
CCR impoundments initiating at the impoundments and extending in the direction of
groundwater flow (Figure 4). There is no impact to private wells that are strictly upgradient or
cross gradient of the CCR impoundments based on a well-established series of monitoring wells
that were installed between 2019 and 2022 and monitored on a monthly basis for water levels.
The measured groundwater flow direction from the site was consistent with the groundwater
flow directions in literature for the area (Vanlier et al, 1973). The CCR impoundments outline
shown on Figure 4 includes the three regulated CCR impoundments as well as the Former
Impoundment area because while it is not a regulated CCR impoundment, nor store CCR
currently, it is considered a potential source area from 1970 through 2014. The Erickson
property boundary (referred to as mile O in the figure), street names, aerial photography and
other similar landmarks are not shown on Figure 4 in an effort to retain private well owner
privacy to the extent practical. The relative shape of the CCR impoundments, groundwater flow
direction, focus area, and scale are retained.

A phased approach to private well sampling within the focus area was utilized. Phase |
sampling was conducted by developing a map of homes and businesses within 0.75 mile
downgradient of the Erickson property boundary and contacting all well owners in that area to
request access for sampling. Six private wells were sampled on February 3, 2022, as part of
Phase I.

Following Phase I, a map of homes and businesses within 1.5 mile potentially downgradient of
the Erickson property boundary with a well were contacted to request access to sample the
groundwater from their well. This group of wells is referred to as Phase Il and is composed of 45
private wells that were sampled between February 21-24, 2022. An additional well within the
focus area was sampled for the first time on April 13, 2022, for a total of 46 wells in Phase Il. A
total of 52 private wells were sampled.

In addition, nine of the Phase | and Phase Il private wells were resampled by BWL between
March 28 and May 16, 2022, depending upon owner scheduling. Approximately 66 private well
owners were contacted (65 were contacted by BWL and 1 contacted BWL directly), and 14
either declined sampling or did not respond.
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4.1.2 Water Levels and Sample Collection

Prior to private well sampling, HDR developed the Private Well Sampling - Standard Operating
Procedure (SOP) that describes the sampling methodology (HDR, 2022). Sampling was
performed by HDR and TRC Consultants, both contracted by BWL.

Private well owners were asked if a water level could be collected prior to sampling. The well
cover was removed in order to collect a measurement using a sonic water level meter. Water
level measurements were collected at four private wells. To avoid potential damage to the well
and existing pumping system, the private well SOP did not include direct well sampling. Instead,
water taps were selected for sample collection based on proximity to the well and position
upstream of treatment systems or storage/pressure tanks. Aerator, strainer, or hose
attachments on the tap were removed before sampling. In accordance with the SOP, the taps
were purged for a minimum of 10 to 15 minutes at each location prior to sample collection so
that the water collected represented the formation, not the standing water in the well casing,
pipes, or holding tanks. After purging, samples were collected and delivered under Chain of
Custody to Merit Laboratories in East Lansing, Michigan for analysis.

4.1.3 Analytical Testing

Samples were analyzed for the parameters listed in Table 1. This list of parameters was chosen
to evaluate potential impacts from the Erickson CCR impoundment and characterize the
bedrock groundwater parameters. The metals selected for analysis represented those
constituents in the glacial aquifer with exceedances of the site-specific GPS (boron, calcium,
lithium, molybdenum, sulfate, and TDS). Groundwater character parameters included
bicarbonate, carbonate, chloride, magnesium, potassium, and sodium. Total suspended solids
were added to the list in order to evaluate if the total versus dissolved metals was a factor in the
concentration. Lastly, fluoride was added after a review of the Rowe at al. (2021) Ingham
County Groundwater Study, which reviewed the relationship between fluoride and boron.

Bicarbonate

Carbonate

Boron, total and dissolved
Calcium

Chloride

Fluoride

Lithium, total and dissolved
Magnesium

Molybdenum, total and dissolved
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Potassium
Sodium
Sulfate

Total Dissolved Solids (TDS)

Total Suspended Solids (TSS)

5.0 Private Well Sampling Results

5.1 Water Levels

For the four groundwater levels collected from the private wells, the groundwater elevations
collected were consistent with the conceptual site model groundwater flow direction based on
measured data at Erickson and in literature for the area.

5.2 Water Quality Results

Sampling was completed for 52 private wells in the bedrock aquifer in 2022. Laboratory data is
summarized in the data tables in Appendix A. Laboratory reports are provided in Appendix B,
and each private well owner was provided the laboratory report with the data from their well.
BWL presented the results of the private well sampling in conjunction with the ongoing
Groundwater Model Update to representatives from Eaton/Barry County Health Department,
EGLE Drinking Water Division, Michigan Department of Health and Human Services (MDHHS),
and EGLE Material Management Division on April 7, 2022, and again on September 20, 2022.
BWL presented interpretation of the data during these meetings, and no concerns were made
from the regulatory representative. The following sections describe the groundwater quality
findings observed at the private wells.

Boron concentrations in private wells in the focus area ranged between 0.15 and 6.3 mg/L. This
data is displayed on Figure 4. The EPA and the State of Michigan do not have a drinking water
standard for boron. This means that community water suppliers are not required to analyze for
boron. The EPA Lifetime Health Advisory Level of boron for adults is 5.0 mg/L and for children is
2.0 mg/L. The Health Advisory Level was recommended by the MDHHS. Of the 52 sampled
private wells, 38 (or 73 percent) had concentrations of boron greater than the 2.0 mg/L EPA
Lifetime Health Advisory Level for children.

Lithium concentrations in private wells in the focus area range between 0.007 and 0.096 mg/L.
The EPA and the State of Michigan do not have a drinking water standard for lithium. This
means that community water suppliers are not required to analyze for lithium. The EPA
Regional Screening Level for Lithium is 0.040 mg/L. This value was recommended by the
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MDHHS. There were 16 private wells sampled (or 31 percent) with concentrations of lithium
greater than the 0.040 mg/L EPA adopted health-based value.

Molybdenum concentrations were non-detect in private wells in the focus area.

Because the groundwater in the private wells had concentrations of boron and lithium that are
greater than EPA health advisory and screening level, respectively, the particular focus of the
data analysis is to evaluate the potential for the observed boron and lithium concentrations to be
impacted by the CCR impoundments at Erickson. In an effort to focus the report, boron is used
as the primary indicator because:

e At the time of the private well sampling the only statistically significant exceedances over
GPS measured in the glacial aquifer and downgradient of the CCR impoundments were
for boron, calcium, lithium, sulfate, and TDS. Thus, it was established that the CCR
impoundments had impacted the glacial aquifer with boron.

e Of those constituents listed in the first bullet, boron is a primary indicator of CCR and
known to be leachable from CCR (Izquierdo and Querol, 2012).

e Of those constituents listed in the first bullet, boron is the most conservative in
groundwater, meaning it is the least affected by sorption and retardation through natural
processes and therefore has the greatest potential to migrate.

Therefore, boron becomes an appropriate indicator to evaluate.

The following sections review the private well water quality, using multiple approaches that
provide multiple lines of evidence, to consider the potential for the observed boron and lithium
concentrations in private wells to be impacted by the Erickson CCR impoundments.

5.2.1 Comparison to Background Water Quality

As required in Michigan Rule R 299.4441(9), the CCR owner must establish GPS for each
constituent detected in the groundwater. The GPS for the State Part 115 compliance program is
defined as the lowest of the following:

e U.S. EPA Maximum Contaminant Level (MCL) for constituents for which an MCL has been
established:;

e The applicable cleanup criteria for that constituent for groundwater as established pursuant
to section 20120a of the act; or

e For constituents for which the background level (UTL) is higher than the MCL or applicable
cleanup criteria for groundwater, the background concentration will be the GPS.

BWL installed three monitoring wells at Erickson completed in the bedrock aquifer. Monitoring
well MW-7B is downgradient of the CCR impoundments, and monitoring wells MW-11B and
MW-12B are upgradient of the CCR impoundments. Because wells MW-11B and MW-12B are
upgradient of the impoundments, groundwater from these locations represents background
bedrock aquifer conditions. These wells were sampled eight times between March and
December 2022 and the data was statistically evaluated to develop upper tolerance limits
(UTLs) to represent the background threshold values for boron and lithium (Table 2).
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Table 2 provides the background level, the MCL, the cleanup criteria, and the GPS values for
Erickson for boron and lithium (as the focus of this report) in both the glacial aquifer and the
bedrock aquifer.

Boron, total Glacial 0.480 0.500 0.500

Boron, total Bedrock 3.50 NV 0.500 3.50

Lithium, total Glacial 0.0475 NOLICL, 0.350 0.0475
0.040*

Lithium, total Bedrock 0.0550 N(()) x‘g,lf 0.350 0.0550

NV = no value. *EPA adopted health-based value for constituent with no MCL.

Per the CCR Rule and the State Part 115 regulations, generally downgradient monitoring data is
compared to the site-specific GPS to determine if there is an exceedance. If there is an
exceedance, it is interpreted as “groundwater contamination” or as having a “plume”. As
previously described, BWL identified exceedances over GPS in the glacial aquifer.

The on-site downgradient bedrock well MW-7B had boron concentrations ranging between 2.88
and 3.17 and lithium concentrations ranging from 0.028 to 0.035 with no trend in the
concentrations. As shown in Table 2, both boron and lithium bedrock concentrations are below
established bedrock groundwater protection standards. The same is true for the other monitored
constituents, that the concentrations at MW-7B are lower than the bedrock GPS. Therefore,
there is no indication in data collected to date that there is an impact to the bedrock aquifer from
the CCR impoundments. While there are exceedances in the glacial aquifer at Erickson, and no
exceedances observed in the bedrock aquifer at Erickson with proximity to the CCR
impoundments, it would not typically be expected that there would be exceedances over a mile
downgradient in the bedrock.

The background bedrock values for Erickson are based on two monitoring wells at Erickson
completed to a similar depth in the shale dominated bedrock. Like the private well boron data,
as will be described further in the report, these two monitoring wells have boron concentrations
that are unlike. One well has boron concentrations that are below 1 mg/L and the other well has
boron concentrations between 3 and 4 mg/L. This variability is consistent with the spatial
variability observed at the private wells. This brings into the question whether or not the site-
specific bedrock background value is truly representative of the variability observed in the shale
aquifer.

14 |



BW.L | Private Well Sammpling Report
Erickson Power Station I-)?

5.2.2 Spatial Variability and Concentrations Relative to Distance from Erickson

The boron concentrations observed at the private wells is shown in Figure 4. The data was
reviewed for potential patterns that may be expected if there was impact to the groundwater
from a contaminant source, such as the CCR impoundments. Figure 4 displays the spatial
variability in the boron concentrations. For example, private wells associated with residences
immediately adjacent to each other vary significantly. A residence with a concentration of 6.3
mg/L boron is only a couple of lots away from a residence with a concentration of 0.19 mg/L. If
the bedrock aquifer were impacted by the CCR impoundments, generally speaking, a
contaminant plume would be expected, and the higher concentrations would be expected
nearer to each other with less spatial variability in such close proximity.

The average boron concentration measured at the private wells was 2.68 mg/L. This
concentration is less than the statistical bedrock background concentration calculated for
Erickson (3.50 mg/L). This difference illustrates the variability of boron concentrations in the
shale aquifer.

Figures 5 and 6 display the boron and lithium concentrations in private wells relative to the
private well distance from Erickson Former Impoundment waste boundary. The Former
Impoundment area is used because it was a potential source area from 1970 through 2014.
This figure illustrates that there is no correlation between the distance from the CCR
impoundments and the boron or lithium concentrations. If the private well concentrations were
the result of an impact from the CCR impoundments, a pattern or correlation may be
anticipated.

These graphs may also be useful to consider the potential for CCR-impacted groundwater to
reach the private wells sampled by evaluating groundwater travel time and private well distance
from the impoundment. The blue line on the graphs represents an approximate calculated
distance groundwater has traveled from the Former Impoundment after 50 years (since it was
constructed) assuming a calculated groundwater velocity of 0.23 feet per day!. With this
estimate of velocity, after 50 years (assuming the Former Impoundment was leaching to
groundwater since it was first constructed in 1970) groundwater from under the Former
Impoundment in the glacial sediments would be approximately 4,200 feet from the Former
Impoundment (blue line on Figure 5 and 6). Figures 5 and 6 display the concentrations over
GPS in the private wells are 7,500 to 8,500 feet from the CCR Impoundments. This groundwater
travel distance line is conservative from a private well perspective because the line represents
groundwater velocity of the glacial sediments. The shale bedrock material has a lower hydraulic
conductivity and therefore potentially lower velocity, and thus the travel distance would be
smaller. Consideration of groundwater travel time instead of contaminant migration also
assumes that the contaminant is completely conservative in groundwater (no dilution, sorption,
or retardation).

! This was estimated using the geometric mean hydraulic conductivity of the glacial sediments as measured in slug tests (4.63 feet
per day), the gradient of 0.006 ft/ft and a porosity of 12 percent (to match the calibrated groundwater flow and transport model).
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Boron Concentration in Private Wells with Distance from Erickson Former Impoundment
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Figure 5. Boron concentrations in private wells with distance from Erickson Former
Impoundment.

Lithium Concentration in Private Wells with Distance from Erickson Former Impoundment
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Figure 6. Lithium concentrations in private wells with distance from Erickson Former
Impoundment.

5.2.3 Concentrations Relative to Depth

The private well water quality was also reviewed for potential patterns with depth. For example,
because the source of the potential contamination in question (CCR impoundments at Erickson)
is shallow (from approximately ground surface to 25 feet below ground surface), impacts to
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groundwater would be expected in shallow wells downgradient of the impoundments. Typically,
for metal contaminants, vertical (or downward) contaminant migration away from a contaminant
source is approximately 1 percent of the horizontal migration. Therefore, unless the contaminant
is dense, a steep vertical migration away from the source is not typical. Figures 7 and 8 display
the concentrations of boron and lithium in bedrock private wells relative to the depth of the wells.
Well log information was searched on Wellogic, the State of Michigan's statewide groundwater
database. Most drinking water wells in the region are between 100 and 400 feet in depth in the
Saginaw aquifer. Where no well log is available, the depth was plotted as zero on the graphs.
Both the boron and lithium graphs illustrate there is no pattern with respect to the concentration
and well depth.

Private Wells Boron with Well Depth
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Figure 7. Boron concentrations in private wells with well depth.
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Private Wells Lithium with Well Depth
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Figure 8. Lithium concentrations in private wells with well depth.

5.2.4 Plume Geometry - Spreading of Pollutants in Groundwater

Compounds in leachate from a contaminant source entering an aquifer will be subjected

to advection and dispersion (dilution) as the leachate mixes with the groundwater (Freeze and
Cherry, 1979). For nonreactive components, like boron, dilution is the primary mechanism.
Dilution is the interaction of the leachate flow in the aquifer with the flow of groundwater and
results in a three-dimensional plume where gradients, permeabilities, and physical boundaries
determine the migration velocity of the plume. Dispersion is the mathematical term in the solute
transport equation (Freeze and Cherry, 1979) accounting for dilution or mixing according to
concentration gradients. The dispersivity has a longitudinal component (in the flow direction), a
transverse component, and a vertical component (Figure 9). The magnitude of the transverse
dispersivity controls the transverse spreading of the plume. Literature data from field
experiments show small transverse dispersivities indicating limited transverse spreading of
contaminant plumes. Transverse dispersivity values are commonly assumed to be about a tenth
of the longitudinal dispersity (Adams and Gelhar, 1992; Gelhar et al., 1992; Jensen et al., 1993).
Vertical dispersivities are expected to be extremely small, which means very limited vertical
mixing due to dispersion. Vertical dispersivity values are commonly assumed to be about a
hundredth of the longitudinal dispersity (Gelhar et al., 1992; Jensen et al., 1993).

Reviewing the scale in Figure 9, if a plume was able to extend 6,000 feet from the source with
longitudinal dispersity, the plume geometry would only be expected to be on the order of 600
feet on either side of the contaminant source width in the transverse direction; however, this is
not what is observed in the private well data. The boron data in the private wells is spread
significantly wider than typical plume geometry expected and described in literature. The private
well data has boron concentrations between 3 and 5 mg/L up to 1,600 feet in the transverse
direction at 6,000 feet from the source in the longitudinal direction. The groundwater flow
direction shown in Figure 9 uses the groundwater elevation data from both the onsite monitoring
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wells and the private wells. If the measured groundwater flow direction were incorrect and were
shifted 20 degrees to the right (using Figure 9) the plume width would be closer to typical plume
geometry, though still slightly wider. Additionally, it is recognized there is potential for
preferential pathways that may not be exactly demonstrated with the measured flow direction.
However, there is a private well with a concentration of boron of 3.96 mg/L less than 2,000 feet
from the CCR impoundments in the longitudinal direction and is 1,700 feet in the transverse
direction, and there are no groundwater potentiometric surface contours that show groundwater
flow in that direction to explain this. Similarly, vertical dispersity is commonly assumed to be
extremely small (if plume had spread 6,000 feet in longitudinal direction the plume geometry
would be expected to be on the order of 60 feet deep), which would not match the private well
sampling results that show wells with well depths of greater than 400 feet with the same boron
concentrations as those much shallower.

If the boron values observed in private wells represented a boron plume from the CCR
impoundments, the plume geometry would not match what is typically seen in contaminant
transport, because the plume is wider and deeper.
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Figure 9. BWL sampled private well locations and boron concentrations.
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5.2.5 3-Dimensional Transport Solution for Continuous Release

The Domenico and Robbins (1985) three-dimensional solution for a non-reacting species was
used to calculate an estimate of what the source concentration of boron would have to be at the
CCR impoundment in order to see concentrations in groundwater downgradient at the private
wells of 6.3 mg/L approximately 6,500 feet away from the CCR impoundments (the highest
observed private well boron concentration). The highest observed boron concentrations in
Erickson monitoring wells, close to the source, is 7.24 mg/L in glacial sediments. This analytical
solution is used in the field of hydrogeology to estimate a concentration downgradient from a
constant source at specific distance from the contact source over a specific time. To be
conservative and allow the longest potential period of a source contribution to groundwater, the
Former Impoundment was assumed to be the constant source.

The following assumptions are implicit to the solution or were either observed or literature-based
aquifer parameters:

e  Constant groundwater velocity, aquifer is homogenous and isotropic
. Constant source — Former Impoundment geometry
o  Width — 1500 feet
o  Thickness — 10 feet (pond bottom elevation is 870 feet, the water table at MW-4 is 870, therefore this thickness
is higher than actual and is a conservative value)
o  Time of constant source release — 50 years (Former Impoundment was constructed in 1970)
Hydraulic conductivity - 2.0 feet per day (described below)
Porosity - 4 percent (Chilingar, 1963; Manger, 1963)
Hydraulic gradient - 0.006 ft/ft (measured onsite)
Retardation factor — 1 (no sorption/retardation)

From the CCR impoundments to the private wells, boron would have to migrate through
heterogeneous glacial materials (lenses of sands, silts, and clays) and through shale and
sandstone bedrock both horizontally and vertically. While measured hydraulic conductivity in
glacial sediments at Erickson ranges from 2.8E-06 to 141 feet per day due to the glacial
sediment heterogeneity, the bedrock measured hydraulic conductivity ranges from 0.34 to 1.7
feet per day. To be conservative, a higher end hydraulic conductivity value was used in the
solution to reflect faster groundwater velocity. While this value could be a realistic value for the
glacial sediments, this value becomes high for groundwater flow through the bedrock and is
therefore considered a conservative value for this solution

Using the assumptions above, the analytical transport solution indicates that to observe a boron
concentration of 6.30 mg/L at 6,500 feet away from the constant source (as was observed at
one of the private wells), the CCR Impoundments would have to be a constant source to
groundwater with a concentration of boron over 24,000 mg/L for 50 years. If it is assumed that
the Erickson bedrock background value is actually representative of all bedrock background
concentrations of boron at 3.5 mg/L, and that concentration was subtracted from the 6.3 mg/L
target value downgradient, then the CCR Impoundments would have to be a constant source to
groundwater with a concentration of boron over 11,000 mg/L for 50 years. This is a high
concentration (by orders of magnitude) and requires a constant source, conservative aquifer
parameters, and no sorption or retardation. This transport solution indicates that the CCR
impoundments would have had to leach an unrealistically high boron concentration to be the
source of the highest boron concentrations observed at private wells downgradient given this
set of aquifer parameters.
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The average total concentration of boron measured in the Forebay, Retention Basin, and
Clearwater Pond ash is 69.1 mg/kg. In order to compare this total solid concentration to
groundwater, the concentration of the leachate from the coal ash needs to be estimated, which
can be accomplished using the “Rule of 20", where the leachate from a solid is typically
assumed to be approximately 20 times less the solid concentration when all of the solid is
dissolved. For example, the Michigan Part 201 cleanup standard for total boron in soil is exactly
20 times higher than the groundwater cleanup concentration (10 mg/kg versus 0.5 mg/L). Using
the total boron ash concentration and the “Rule of 20, it can be roughly estimated that the
average leachate concentration from the Forebay, Retention Basin, and Clearwater Pond is on
the order of 3.5 mg/L.

5.2.6 Flow and Transport Model (Preliminary Findings)

HDR is developing a flow and transport model for Erickson. The details associated with the
construction of the numerical flow and transport model will not be presented herein. The model
is considered preliminary at this time because as new wells are drilled, additional geologic
conditions are observed and hydrogeologic conditions are tested and the model is refined and
improved. In addition, while the model has been presented to EGLE in a PowerPoint
presentation format, the model has not been approved by EGLE at this time and may be many
months to a year before “approved” model findings would be shared. The model findings are
presented herein to demonstrate BWL'’s progress on the model and demonstrate the preliminary
model simulations are consistent with the other data reviews discussed herein.

The model applied source concentrations to the three regulated CCR impoundments from 2014
through 2022, and also to the Former Impoundment area as a potential source from 1970
through 2014. Figure 10 displays the transport model simulated boron plume in the bedrock
aquifer relative to the private wells. This simulated bedrock boron plume is known to be overly
conservative because it currently simulates concentrations of boron at the downgradient
bedrock monitoring well 2.5x higher than actual measured concentrations. The downgradient
bedrock monitoring well concentration of boron is lower than the background value, thus a
boron exceedance is not anticipated to be in the bedrock. Therefore, this simulated plume is not
expected in reality; and is shared to illustrate that even the overly conservative modeled boron
plume does not approach the private wells. Even with this overly conservative preliminary model
results, the simulated plume (concentrations greater than the bedrock GPS) is approximately
3,000 feet from the closest private well. Additionally, the simulated glacial boron plume, which is
shallower and calibrated closer to the observed concentrations of boron in monitoring wells is
approximately 1,500 feet away from the closest private well.
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Figure 10. Transport model simulated boron plume in the bedrock aquifer relative to the
private wells.
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5.2.7 Groundwater Chemistry

The private well sampling identified 13 samples with boron concentrations greater than the
background bedrock concentration (3.50 mg/L) observed at Erickson’s bedrock upgradient
wells. Of these 13 samples, sulfate concentrations varied between <5.0 and 1,140 mg/L. The
downgradient groundwater wells closest to the CCR impoundments that are impacted (glacial)
consistently show a boron and sulfate correlate (Figure 11). However, sulfate and boron at
private bedrock wells largely do not correlate like the Erickson monitoring wells with the
exception of four wells. Similarly, the Ingham County data, which is described in the next
section, had two out of the 431 sampled wells with naturally occurring high sulfate and boron
concentrations. If the CCR impoundments were the source of the boron in the private wells, the
sulfate concentrations would be expected to correlate, which provides evidence that the boron
in these private wells may be naturally occurring.

A piper diagram was developed to display the general water quality parameters to classify
waters of the sampled wells and evaluate if mixing of waters could be identified. If the symbols
plot near each other, the water quality types are similar. If the symbols do not plot near each
other, the water quality may be characterized as different types of water. Figure 12 shows that
the private bedrock wells, even in the same neighborhood (wells located very near to each
other), plot in two or three different quadrants of the piper diagram, indicating they are different
classes of waters. There also does not appear to be two obvious “end members” of water types
with direct mixing between the two. This indicates significant water quality variability in the
bedrock private wells sampled, and this kind of variability is indicative of natural variability, as
opposed to an indication of impact by a contaminant source.
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Boron and Sulfate in Erickson Monitoring Wells, Private Wells and Delta Township Study Wells

1400.00
o MW-1
)
® MW-4 5
B
1200.00 . & MWw-11 %
| * MW-118 %
® ® MW-12
1000.00 o MW-128
[ J [ J o MW-2
< MW-3
% 800.00
é L4 ® ® MW-5
(0] [ ) )
E o [} °e .. [ J ® MW-6 E_,
5 ° Q
w o MW-7 ©
% 600.00 ° ( J ° ® 4 °® gﬂ
= ® [ ] o MW-7C 2
o
o - e ® e o MW-8 o
| ® MW-9
400.00 P ) o
o n ]
Y ® MW-10
[
: ’. [ MW-13
[ ) [ |
200.00 * ~o‘ .« O S = MW-78
» ‘ ’ - [ | B Private Wells
[ |
g ‘3 m - C mm .
\ [ ) Delta Township Study
0.00 ’?.\ &® el L N2 ;l m" s mn w
0.00 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00

Total Boron (mg/L)

Figure 11. Concentrations of boron and sulfate in Erickson on-site monitoring wells, the private bedrock wells, and the Delta
Township Study bedrock wells.
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Figure 12. Piper diagram showing general water chemistry of private wells grouped by
street/neighborhood and Erickson bedrock monitoring wells plus the deeper

downgradient glacial monitoring well MW-7C.

COMPARISON TO INGHAM COUNTY GROUNDWATER QUALITY STUDY

Rowe et al. (2021) completed a groundwater quality study of Ingham County for a baseline
water chemistry database for the area. Residents with wells in Ingham County obtain their
drinking water from wells completed in the Saginaw bedrock groundwater aquifer. This is the
same bedrock aquifer as the private wells sampled downstream of BWL’s Erickson site. A total
of 326 wells were sampled across the county in 1987 and another round of sampling was
conducted between 2015-2020 with 262 wells sampled, of which 157 were from the original
study. A total of 431 wells were sampled in Ingham County. Concentrations of boron in the
Ingham County bedrock private wells were highly variable, similar to the private well sampling,
varying from non-detect to 5.5 mg/L (Rowe et al., 2021). Wells in the northeast quadrant, in
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addition to a few in the northwest and southwest quadrants, tested for boron at levels greater
than 1.00 mg/L.

According to Rowe et al. (2021), the highest boron concentrations were observed in the
northeastern part of the county and correlate to wells completed in shale dominated bedrock:

“Most wells in Ingham County are located in a predominant sandstone-type bedrock material that
produces hard water. Wells with a higher percentage of shale material will often demonstrate
naturally [emphasis added] softened water chemistry with higher sodium, fluoride, and boron
levels. The shale material appears to act like a natural water softener via a membrane filtration
mechanism (Slayton, 1982). This type of water chemistry is often seen in the northeast area of
Ingham County which includes Williamstown, Wheatfield, Locke, and parts of Meridian, Alaiedon,
and Vevay Townships.” From Rowe et al., 2021.

An illustration of this bedrock type and water chemistry connection is shown in Figure 13, and a
graph of the boron and sodium correlation is shown in Figure 14 made from the data included in
the Ingham County report. Well logs from private wells sampled generally downstream of the
Erickson Station were reviewed and the majority are completed in shale dominated bedrock. To
compare against the Ingham County naturally occurring high boron concentrations, the private
well boron and sodium data is graphed in Figure 15. As seen in Figure 15, there is a correlation
between the high boron and high sodium concentrations in the private wells, which is similar to
the relationship observed in naturally occurring Ingham County wells. Similarly, there is a
correlation between high boron and higher pH in both private wells sampled downstream of the
Erickson Station and those that Rowe et al. (2021) also observed. This same relationship is not
observed in the Erickson glacial wells that are impacted by the CCR (Figure 16).

Only four wells from the Ingham County study were analyzed for lithium and therefore
insufficient lithium data is available for comparison.
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Figure 13. Groundwater chemistry associated with shale bedrock aquifer. The BWL bedrock monitoring wells and private wells are

completed in a shale dominated bedrock aquifer.
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Ingham County Boron and Sodium Data
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Figure 14. Boron and sodium concentrations in Ingham County Study bedrock wells (Rowe et al., 2021).
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Boron and Sodium Concentrations in Erickson Monitoring Wells, Private Wells and Delta Township Study Wells

2 -+
800.00 © MW-1 qc.)
» MW-4 5
[ | o
o MW-11 an
o
700.00 ® MW-12 =)
* MW-11B
& MW-12B
600.00 o s
MW-3
® MW-5
500.00
®MW-6
E - o MW-7 -
%D | ® MW-7C 5
—400.00 | =
y ©
g o MW-8 e
§ - o MW-9 %
300.00 - L ® MW-10 a
e [} m n u MW-13
" u | o MW-14
200.00 ;] g am ® MW-15
: ’ " u B .. ® MW-16A
" " u m = ® MW-16B
u ‘&’Q *® ‘ -
100.00 A ” n o Q0% (]
[} [ | ® MW-78
r° h = e o
| .
L ) o °® — g * MW-16C
0.00 ’ 4 » my u & MW-16D
0.00 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 W Private Wells

Eaton County Study Wells

Total Boron (mg/L)

Figure 15. Concentrations of boron and sodium in Erickson on-site monitoring wells, the private bedrock wells, and the Delta
Township Study bedrock wells.
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Boron and pH in Erickson Monitoring Wells, Private Wells and Delta Township Study Wells
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Figure 16. Concentrations of boron and pH in Erickson on-site monitoring wells, the private bedrock wells, and the Delta Township
Study bedrock wells.
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COMPARISON TO DELTA TOWNSHIP GROUNDWATER QUALITY STUDY
Rowe (2022) completed a groundwater quality study in Delta Township to sample the aquifer for
a baseline water chemistry database for the area. Residents with wells in Delta Township obtain
their drinking water from wells completed in the Saginaw bedrock groundwater aquifer. A total of
19 wells were sampled for this Delta Township 2022 study, distributed around the township
(Rowe, 2022). Most wells are upgradient or cross-gradient of Erickson, and one sampled well is
in the downgradient direction of Erickson. Private wells sampled were analyzed for total boron
and lithium, along with other parameters.

Concentrations of boron in the 19 bedrock private wells sampled by Rowe were highly variable,
similar to the private well sampling conducted generally downstream of Erickson Station,
varying from non-detect to 2.3 mg/L. Four wells sampled had higher boron concentrations than
the State non-residential drinking water cleanup criteria (Section 20120a) for groundwater (0.50
mg/L). All four were located in the southern half of the Delta Township area and only one of
those four wells was located downgradient of Erickson. None of the concentrations exceeded
the background bedrock boron value for Erickson. The highest concentration of boron observed
(2.3 mg/L) was downgradient of Erickson. The second highest boron concentration observed by
Rowe (2022) (1.3 mg/L) was in a well upgradient of Erickson. This is consistent with the private
wells sampled generally downstream of Erickson water quality and consistent with the water
quality being controlled by the lithology (wells completed in predominantly shale). Rowe (2022)
concludes the boron observed in the wells sampled is naturally occurring (see quote below).

“Four wells had levels of boron above the average level of 0.472 ppm and above what is
normally seen in this region, or above 1.00 ppm. One well demonstrated a water
chemistry often seen in the Williamstown Township area of Ingham County, where
several wells are also testing for boron above 1.0 ppm. These wells usually have a
naturally softened water chemistry with high sodium levels, very low water hardness,
fluoride levels above 1.0 ppm, boron above 1.0 ppm, and pH levels above 8.0, (Rowe,
Garry, 1986). The naturally soft water chemistry is due in part to the high percentage of
shale bedrock from a process called shale membrane filtration, (Slayton, D.E., 1982),
(Long, D.T., and Larson, G. J., 1983). The other 3 wells with high levels of boron did not
fit this pattern, but still had a water chemistry similar to other wells in the Township, with
an average water hardness of 334 ppm, and a lower pH below 7.5. A similar pattern was
also seen in Bath, DeWitt, and Watertown Townships with wells having boron above 1.0
ppm but still having a hard water chemistry. These wells may be considered transition
wells between average hard water wells and naturally soft water wells seen in the
Williamstown Township area. The boron levels found in these 4 bedrock wells is
considered to be naturally occurring [emphasis added].

Boron levels of 1.00 parts per million or greater is above a drinking water standard or
guideline found in several other states, California, Florida, Maine, Minnesota, New
Hampshire and Wisconsin, (Office of Water, EPA, 1996). At this time the Federal
Government and the State of Michigan do not regulate boron in drinking water. The EPA
does provide a long-term health advisory of 2.0 parts per million for children and 5.0 parts
per million for adults. Updated information from the World Health Organization, (World
Health Organization, 2009), also provided a guideline of 2.4 parts per million.

Delta Township is primarily a sandstone type bedrock aquifer area from which hard
drinking water is commonly found. Wells with a higher percentage of shale material will
often demonstrate naturally softened water chemistry with higher sodium, fluoride and
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boron levels. The shale material appears to act like a natural water softener or as
mentioned in a paper by Slayton, like a membrane filtration mechanism, (Slayton, D.E.,
1982). Because naturally softened water wells do have a higher level of boron, sodium
and fluoride in their water, it is recommended that homeowners share these results with
a family doctor and dentist. This would be important for dental care as it relates to fluoride
treatment, and with doctors who are helping patients on sodium restrictive diets, women
who are pregnant, and other patients with reproductive concerns.

Boron may have health benefits for women, (Nielsen, F.H. et al.), and boron has some
important significance with agricultural crops, (Sprague, R.W., 1972). The Environmental
Protection Agency, (Office of Water, EPA, 1996), has information regarding a health
advisory for boron in drinking water. A water distillation filter may be a possible unit for
treating drinking water for boron.”

Regarding the concentrations of lithium observed in Delta Township bedrock groundwater, Rowe
(2022) identified concentrations of lithium between non-detect and 0.042 mg/L (or 0.042 ppm)
with an average of 0.022 mg/L, and stated:

“Presently lithium is not regulated in drinking water in the U.S. The USGS, in collaboration with the
EPA, calculated a non-regulatory Health-Based Screening Level (HBSL) for drinking water of 10
micrograms per liter (ug/L) or parts per billion, to provide context for evaluating lithium concentrations
in groundwater, (USGS, February 11, 2021). Several of the wells tested at levels above this Health-
Based Screening level and it is recommended that lithium be monitored for future testing in this area.
A charcoal type filter device or a reverse osmosis, or RO unit, are recommended for removing lithium
in drinking water.”

The private wells sampled generally downstream of Erickson had a range of non-detect to 0.09
mg/L, with an average lithium concentration of 0.04 mg/L. This average is lower than the lithium
bedrock background concentration for Erickson (0.0550 mg/L). Because the downgradient wells
closest to the CCR impoundments that show an impact to groundwater consistently show
correlation between high boron and high lithium exceedances (See Figure 17 wells MW-2, MW-
3, MW-5, MW-7C), a similar relationship of high boron/high lithium would be expected if the
private wells were also impacted by the CCR impoundments. However, this is not observed.
While the highest concentration of lithium observed in the private wells was at the same well as
had the highest concentration of boron; other wells with high concentrations of lithium (0.07
mg/L) did not have corresponding high concentrations of boron (1.86 and 2.3 mg/L, lower than
the background for boron) (Figure 17), indicating that there is not a clear correlation between
boron and lithium in the private wells similar to the on-site Erickson impacted glacial monitoring
wells. In addition, the private well water quality relationship between boron and calcium was
similar to the Delta Township study water quality and dissimilar to the Erickson impacted
monitoring well boron/calcium relationship. Figure 18 displays that the Delta Township wells and
the private wells had in inverse relationship between boron and calcium, where boron was high,
calcium concentrations were lower. This is not true of the Erickson impacted monitoring wells,
where boron and calcium were both high (See Figure 18 wells MW-2, MW-3, MW-5, and MW-
7C).

The highest concentrations of boron observed in Delta Township are associated with the BWL
study, both in upgradient monitoring wells and downgradient private wells. However, one of the
private wells (Figure 9 located within 2000 in longitudinal direction and more than 1,500 feet in
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transverse direction) is not directly downgradient and would therefore not be expected to have
significant boron impacts; and this well had a concentration (3.96 mg/L) greater than the
Erickson background value (3.50 mg/L). This variability again appears to point to the spatial
variability of the boron in the bedrock aquifer.

The water quality at the private wells, which includes boron concentrations at levels higher than
EPA health advisory levels, has the same or similar characteristics that Rowe et al. (2021) in
Ingham County and Rowe (2022) in Delta Township characterized as “naturally occurring” and
associated with the shale bedrock aquifer.
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Figure 17. Concentrations of boron and lithium in Erickson on-site monitoring wells, the private bedrock wells sampled by BWL,

and the Delta Township Study bedrock wells.
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Boron and Calcium in Erickson Monitoring Wells, Private Wells Sampled by BWL and Delta Township Study Wells

400 o MW-1

)
©
® MW-4 S
* ©
o MW-11 g
350
® MW-12 >
) PY ® MW-118B
300 ® MW-128
° (] ° o MW-2
[ J [ J
. [ ] [} [} ° ' MW-3
[ ) [ J
250 L % ® o ® o ® o MW-5
— [ ]
% P ® ° o ® MW-6
S
= o o MW-7
c 200 P
> ® ° PY @ MW-7C
(8]
K © o IS
O 00 oMW-8 o
® r 5
150 , ~ ° Y o MW-9 g)
° ‘ ® MW-10 g
! ° ... ° {7 ° MW-13 a
100 { o o MW-14
° .
[ J
'Y ® MW-15
' «® ’
[ J ‘ ® MW-16A
50 °
[ N J
Y [} o ® MW-16B
¢ ¢ .. o o e®
e ® MW-78
[ J [ J
o Lee ® wel P § _
@ Private Wells
0.00 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00

Delta Township Study Wells

Total Boron (mg/L)

Figure 18. Concentrations of boron and calcium in Erickson on-site monitoring wells, the private bedrock wells sampled by BWL,
and the Delta Township Study bedrock wells.
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6.0 Summary

To date (this study incorporates data through 2022) there is no measured impact to the bedrock
aquifer from the CCR impoundments at the Erickson monitoring wells. The following methods
were used to evaluate the private wells water quality with a focus on the potential for the
concentrations of boron and lithium in the private wells to be impacted by the Erickson CCR

impoundments:

Comparison to Erickson
bedrock background
groundwater quality

It would not typically be expected that there would be exceedances over
GPS a mile downgradient in the bedrock with no exceedances in closer
proximity. There were no GPS exceedances observed in the bedrock
aquifer at Erickson in proximity to the CCR impoundments, while there
are exceedances in the glacial aquifer at Erickson in proximity to the
CCR impoundments.

Concentrations relative to
distance from Erickson

If the bedrock aquifer were impacted by the CCR impoundments,
generally speaking, a contaminant plume would be expected, and the
higher concentrations would be expected nearer to each other with less
variability in such close proximity. Groundwater velocity was used to
estimate travel time in the glacial sediments as 4,200 feet from the
Former Impoundment after 50 years. The concentrations of boron and
lithium over GPS in the private wells are 7,500 to 8,500 feet from the
CCR Impoundments.

Concentrations relative to
depth, comparing shallow
CCR impoundment location

Typically, for metal contaminants, vertical (or downward) contaminant
migration away from a contaminant source is approximately 1 percent of
the horizontal migration. Unless the contaminant is dense, a steep
vertical migration away from the source is not typical. Because the
source of the potential contamination in question (CCR impoundments at
Erickson) is very shallow (from approximately ground surface to 25 feet
below ground surface), impacts to groundwater would be expected in
shallow wells downgradient of the impoundments. Neither boron nor
lithium have a pattern with respect to the concentration and well depth.

Plume geometry

If the boron values observed in BWL sampled private wells represented
a boron plume from the CCR impoundments, the plume geometry would
not match what is typically seen in contaminant transport, because the
plume is wider and deeper than anticipated.

3-D analytical transport
solution for continuous
release

Using an analytical transport solution, the CCR Impoundments would
have to be a constant source to groundwater with a concentration of
boron over 11,000 mg/L for 50 years to get the concentration observed
in the private well maximum concentration. This is a high concentration
(by orders of magnitude) and requires a constant source, conservative
aquifer parameters, and no sorption or retardation. This transport
solution indicates that the CCR impoundments would have had to leach
an unrealistically high boron concentration to be the source of the
highest boron concentrations observed at private wells downgradient
given this set of aquifer parameters.




Numerical flow and The preliminary numerical transport model simulated bedrock boron
transport model plume is known to be overly conservative, and the simulated plume
(concentrations greater than the bedrock GPS) is approximately 3,000
feet away from the closest private well. The simulated glacial boron
plume, which is shallower and calibrated closer to the observed
concentrations in monitoring wells is approximately 1,500 feet away from
the closest private well.

General water quality If the CCR impoundments were the source of the boron in the private
wells, the sulfate concentrations would be expected to correlate with the
boron, which provides evidence that the boron in these private wells may
be naturally occurring.

A review of the private well data on a piper diagram demonstrated that
private bedrock wells, even in the same neighborhood (wells located
very near to each other), plot in two or three different quadrants of the
piper diagram, indicating they are different classes of waters. There does
not appear to be two obvious “end members” of water types with direct
mixing between the two. This indicates water quality variability in the
bedrock private wells sampled, and this kind of variability is commonly
indicative of natural variability, as opposed to an indication of impact by
a contaminant source.

Similarities to Ingham The water quality at the private wells has the same or similar

County and Delta Township | characteristics that Rowe et al. (2021) in Ingham County and Rowe
bedrock groundwater (2022) in Delta Township characterized as “naturally occurring” for boron
quality studies and associated with the shale bedrock aquifer.

These various data review approaches each suggested a similar interpretation that the boron
and lithium concentrations in the private wells appear to be likely naturally occurring and
representative of the shale bedrock aquifer. This is particularly plausible given the similarities
observed in the Ingham County groundwater study with the comparable aquifer lithology.

Several questions remain in the bedrock investigation that BWL will continue to study in
cooperation with EGLE. For example, BWL has plans to install additional monitoring wells in
2023 that will investigate the shallow bedrock to confirm the groundwater impact and delineate it
both horizontally and vertically. In addition, BWL and EGLE will likely need to address the
guestion of whether the site-specific bedrock background values (based on two wells) are
representative of the variability observed in the shale aquifer. BWL has presented to the
regulatory agencies their intent not to sample the private wells further at this time, which was
met with verbal approval.

BWL has documented glacial groundwater impacts. The groundwater investigations are
ongoing. BWL continues to respond in the following ways:

o BW.L retired the Erickson coal-fired power plant on November 27, 2022 and is no longer
disposing CCR waste into the CCR impoundments.

o In 2022 BWL completed the Closure Plan design for the CCR Impoundments for
removal of the CCR from the three impoundments. This Plan was submitted, reviewed,



and approved by EGLE. CCR impoundment source removal began in February 2023
and should be completed in October 2023.

¢ BWL continues to evaluate the extent of constituent of concern impacts to the glacial
aquifer system. In 2022, BWL installed seven new monitoring wells, and in the first
month of January 2023, BWL installed six additional monitoring wells. This has been in
coordination and communication with EGLE. BWL is planning to install offsite monitoring
wells, pending landowner agreements, to evaluate the potential extent of contamination
horizontally and vertically. Some landowners denied access for monitoring well
installation on their property and therefore this process is iterative and can be lengthy.

o BWL is also in the process of evaluating feasible groundwater corrective measure
alternatives to address glacial groundwater impacts.

¢ BWL continues groundwater assessment monitoring and reporting associated with both
the State and Federal compliance programs.

¢ BWL continues to compare and/or update preliminary predictive modeling when new
data is gathered.

As BWL continues the investigation and corrective measures assessments, reports will continue
to be available on BWL'’s public CCR webpage.



7.0 References

Adams, E. E. and Gelhar, L. W., 1992. Field study of dispersion in a heterogeneous aquifer: 2.
Spatial moments analysis, Water Resources Research, 28, 3293-3307, 1992.

Chilingar, G.V., Rieke, H.H., Il and Robertson, J.0., JR., 1963. Degree of Hydration Clays.
Sedimentology, 2: 341-342.

Domenico, P. A. and Robbins, G. A., 1985. A new method of contaminant plume analysis.
Ground Water, 23(4), 476-485.

Gelhar, L.W., C. Welty, and K.R. Rehfeldt. 1992. A Critical Review of Data on Field-Scale
Dispersion in Aquifers. Water Resources Research, Vol. 28, No. 7, pp 1955-1974.

HDR, 2021a. Hydrogeologic Monitoring Plan (HMP). March 26, 2021.
HDR, 2022. Private Well Sampling - Standard Operating Procedure. February 16, 2022.
HDR, 2023 (in progress). Background Water Quality Statistical Certification. TBD 2023.

Izquierdo, M. and Querol, X., 2012. Leaching behavior of elements from coal combustion fly
ash: an overview. Int. J. Coal Geol., 94, 54-66.

Jensen, K.H., K. Bitsch, and P.L. Bjerg., 1993. Large-scale dispersion experiments in a sandy
aquifer in Denmark: Observed tracer movements and numerical analyses. Water Resource
Research 29, no. 3: 673— 696.

Manger, G.E., 1963. Porosity and bulk density of sedimentary rocks. United States Department
of the Interior, Geological Survey.

NTH, 2019. Closure Plan CCR Surface Impoundment System Erickson Power Station. August
16, 2019.

Rowe, G., Masten, S., and Schnoenelen, L., 2021. Groundwater Quality Report for Ingham
County 1983-2020, A Comparison of Two Groundwater Surveys done in the 1980s 2015-2020
Created for the Groundwater Management Board & Tri-County Regional Planning Commission,
March 2021.

Rowe, G., 2022. Groundwater Quality Report for Delta Charter Township 2022, November 1,
2022.

Vanlier, K. E., Wood, W. W., and Brunett, J. O., 1973, Water-supply development and
management alternatives for Clinton, Eaton, and Ingham County, Michigan: U.S. Geological
Survey Water-Supply Paper 1969, 111 p.



Appendix A

Lab Reports Summary Tables



Appendix B

Lab Reports



