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1 Introduction 

HDR MICHIGAN, Inc. (HDR) has prepared this revised History of Construction for the 

Former Forebay, Former Retention Basin, and Former Clear Water Pond at the Former 

Erickson Power Station following the requirements of the Federal Coal Combustion 

Residuals (CCR) Rule to demonstrate compliance of the Former Erickson Power Station 

in Lansing, Michigan.    

On April 17, 2015, the United States Environmental Protection Agency (EPA) issued the 

final rule (Ref. [1]) for disposal of Coal Combustion Residuals (CCR) under Subtitle D of 

the Resource Conservation and Recovery Act (RCRA).  CCR Rule 40 CFR §257.73(b) 

requires that owners or operators of an existing CCR surface impoundment that either 1) 

has a height of five feet or more and a storage volume of 20 acre-feet or more; or 2) has 

a height of 20 feet or more compile a history of construction, which shall contain, to the 

extent feasible, the information specified in 40 CFR §257.73(c)(1)(i) through (xii). It was 

previously determined that the Former Forebay, Former Retention Basin, and Former 

Clear Water Pond at the Former Erickson Power Station met the first criteria with heights 

of five feet or more and storage volumes greater than 20 acre-feet. 

The revised History of Construction report presented herein addresses the specific 

requirements of 40 CFR §257.73(c)(1)(i) through (xii). If there is any significant change to 

any information compiled under paragraph 40 CFR §257.73(c)(1), the owner or operator 

of the CCR unit must update the relevant information and place it in the facility’s operating 

record as required by 40 CFR §257.105(f)(9). 

This History of Construction was prepared by Mr. Bryce Burkett, P.E., and was reviewed 

in accordance with HDR’s internal review policy by Mr. Andrew Bertapelle, P.E., both of 

HDR. Mr. Burkett is a registered Professional Engineer in the State of Michigan. 

1.1 Site Location  

The Former Erickson Power Station was an electrical power generation facility located at 

3725 South Canal Road, Lansing, Michigan which is owned and operated by Lansing 

Board of Water & Light (BWL).  The latitude and longitude of the Erickson Power Station 

are approximately 42.692422 N and 84.657764 W.  The site is located southwest of 

Lansing, Michigan, near the intersection of Interstates 69 and 96, as shown in the site 

vicinity map, Figure 1.  



 History of Construction – Former Erickson Power Station 
Former Forebay, Former Retention Pond, and Former Clear Water Pond 

  
 

4 | August 8, 2025 

 

Figure 1. Site Vicinity Map 

1.2 Site Description 

The Former Erickson Power Station was constructed starting in 1970 and completed in 

1973. The Former Station contained a single coal-fired steam turbine/generator capable 

of producing 165 megawatts of electricity, while it was still in operation. Coal-fired 

operations at the Former Station and CCR process water discharges ceased in 2022 as 

part of BWL’s move to cleaner energy sources. Closure of the three (3) former regulated 

CCR surface impoundments began in February 2023. Since then, the former regulated 

CCR units have been physically closed, and all CCR materials have been removed and 

appropriately managed. The Former Forebay and Former Retention Basin were then filled 

with clean fill material and all former impoundments were graded to direct stormwater 

runoff to the Former Impoundment area. Verification of CCR removal from the regulated 

former CCR units was completed and documented in the CCR Removal Report, dated 

November 4, 2024 (Ref. [5]). 

Following the decommissioning of the three (3) regulated CCR surface impoundments, the 

entire impoundment system (including the Former Impoundment) now collectively 

functions as a limited stormwater collection basin. These former impoundments form a 

roughly contiguous drainage system. Their only inflow is stormwater from direct rainfall 

onto the impoundment system. 

Figure 2 displays the Former Erickson Power Station site configuration. 
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Figure 2. Erickson Power Station Site Configuration 

2 History of Construction Requirements 

The requirements to be included in the History of Construction Report for existing CCR 

surface impoundments are detailed in 40 CFR §257.73: Structural integrity criteria for 

existing CCR surface impoundments.  CCR Rule 40 CFR §257.73(c) states that the history 

of construction for an existing CCR impoundment (i.e. Former Forebay, Former Retention 

Basin, and Former Clear Water Pond) is to be compiled and contain the information 

specified in 40 CFR §257.73(c)(1)(i) through (xii).  Table 2-1 summarizes the information 

from paragraphs 40 CFR §257.73(c)(1)(i) through (xii), as well as the location of the 

information presented in this document. 
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Table 2-1. List of History of Construction Requirements 

40 CFR Rule Rule Information Document Section 

§257.73 (c)(1)(i) Owner/Unit Information Section 3.1 

§257.73 (c)(1)(ii) USGS Map Location Section 3.2 

§257.73 (c)(1)(iii) Purpose of CCR Unit Section 3.3 

§257.73 (c)(1)(iv) Name and Size of Watershed Section 3.4 

§257.73 (c)(1)(v) Description of Foundation and Abutment Materials Section 3.5 

§257.73 (c)(1)(vi) 
Statement of Materials Used in Construction, Method of 

Site Preparation, Dates of Construction 
Section 3.6 

§257.73 (c)(1)(vii) Detailed Drawings of Unit Section 3.7 

§257.73 (c)(1)(viii) Existing Instrumentation Details Section 3.8 

§257.73 (c)(1)(ix) Area-Capacity Curves Section 3.9 

§257.73 (c)(1)(x) Spillway and Diversion Design Features Section 3.10 

§257.73 (c)(1)(xi) 
Construction Specifications and Surveillance, 

Maintenance, and Repair Provisions 
Section 3.11 

§257.73 (c)(1)(xii) Structural Instability Records Section 3.12 

3 History of Construction 

3.1 §257.73 (c)(1)(i) - Owner and Unit Identification 

§257.73 (c)(1)(i): The name and address of the person(s) owning or operating the 

CCR unit; the name associated with the CCR unit; and the identification number of 

the CCR unit if one has been assigned by the state. 

The Former Erickson Power Station was an electrical power generation facility located at 

3725 South Canal Road, Lansing, Michigan which is owned and operated by Lansing 

Board of Water & Light (BWL).   

The names associated with the former CCR units are the Former Forebay, Former 

Retention Basin, and Former Clear Water Pond. 

The units have not been assigned identification numbers by the State of Michigan. 

3.2 §257.73 (c)(1)(ii) - Unit Location on USGS Quadrangle 

§257.73 (c)(1)(ii): The location of the CCR unit identified on the most recent U.S. 

Geological Survey (USGS) 7 ½ minute or 15 minute topographic quadrangle map, or 

a topographic map of equivalent scale if a USGS map is not available. 

Attachment 1 presents the Site Location Map with the Dimondale Quadrangle, Michigan, 

Eaton County, 7.5-minute series USGS Quadrangle, dated 2023. The locations of the 

Former Forebay, Former Retention Basin, and Former Clear Water Pond are shown on 

the quadrangle.  
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3.3 §257.73 (c)(1)(iii) - Purpose of the CCR Unit 

§257.73 (c)(1)(iii): A statement of the purpose for which the CCR unit is being used. 

The Former Erickson Power Station was constructed starting in 1970 and completed in 

1973. During active operations, the Former Station contained a single coal-fired steam 

turbine/generator capable of producing 165 megawatts of electricity and CCR was stored 

in dewatering tanks (former hydro-bins). After the majority of the CCR was removed from 

the waste stream at the former hydro-bins, flow was discharged into three CCR 

impoundments in sequence: the Former Forebay, Former Retention Basin, and Former 

Clear Water Pond. 

The Former Station ceased coal-fired power generation operations in November 2022. In 

February 2023, closure of the Former Forebay, Former Retention Basin, and Former Clear 

Water Pond began. Since then, the former regulated CCR units have been physically 

closed and all CCR materials have been removed and appropriately managed. The Former 

Forebay and Former Retention Basin were then filled with clean fill material and all former 

impoundments were graded to direct stormwater runoff to the Former Impoundment area.  

Verification of CCR removal from the regulated former CCR units was completed and 

documented in the CCR Removal Report (Ref. [5]).  

The locations of the former conveyances through the former impoundment system can be 

found on the Mayotte Design & Engineering Drawings (MD&E) (Ref. [13]), provided in 

Attachment 4. Additional description of these conveyances is also available in the previous 

History of Construction reports (Ref. [7] and Ref. [8]) for the Former Station. Current and 

historical grading, as well as locations and elevations of former impoundment system 

features, may also be found in the HDR Ash Impoundments Closure Drawings (Ref. [6]). 

During decommissioning of the Former Forebay, Former Retention Basin, and Former 

Clear Water Pond, all hydraulic conveyance structures (e.g. inlet and outlet piping) were 

cut back and/or removed, except for the Emergency Overflow Structure at the Former 

Clear Water Pond. This outfall structure is located on the northeast corner of the Former 

Clear Water Pond and discharges to a swale that flows north and east and eventually 

directs flow to Carrier Creek and then to the Grand River. This structure was previously 

comprised of a horizontal outfall pipe and a vertical steel standpipe. During 

decommissioning of the former impoundment system, the vertical standpipe was removed 

and only the horizontal outfall pipe remains, with an invert elevation of 875.3 feet North 

American Vertical Datum of 1988 (NAVD 88).  

The berm formerly separating the Former Impoundment and the Former Clear Water Pond 

was also removed during system decommissioning, allowing the Former Clear Water Pond 

Emergency Overflow Structure to serve as the sole outfall serving the entire former 

impoundment system. However, hydrologic modelling shows that this outfall would not spill 

over in a 100-year flood event (Ref. [9]). Additionally, to the best of BWL’s knowledge the 

Emergency Overflow Structure was never utilized, even prior to system decommissioning. 

Following decommissioning, the entire former impoundment system (including the Former 

Impoundment) collectively functions as a limited stormwater collection basin. These former 

impoundments form a roughly contiguous drainage system. Their only inflow is stormwater 

from direct rainfall onto the impoundment system. 
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3.4 §257.73 (c)(1)(iv) – Watershed Information 

§257.73 (c)(1)(iv): The name and size in acres of the watershed within which the CCR 

unit is located. 

According to the EPA WATERS GeoViewer (Ref. [2]), the Former Forebay, Former 

Retention Pond, and Former Clear Water Pond impoundments are located within the 

Carrier Creek-Grand River subwatershed, which has a size of approximately 22,700 acres.  

The Former Erickson Power Station is part of the Carrier Creek drainage basin shown in 

Figure 3. 

No natural drainage runs into the Former Forebay, Former Retention Basin, or Former 

Clear Water Pond.  The drainage areas of the Former Forebay, Former Retention Basin, 

and Former Clear Water Pond are approximately 2.76 acres, 3.73 acres, and 5.74 acres, 

respectively. 

 

Figure 3. Carrier Creek Drainage Basin 

3.5 §257.73 (c)(1)(v) - Foundation and Abutment Materials 

§257.73 (c)(1)(v): A description of the physical and engineering properties of the 

foundation and abutment materials on which the CCR unit is constructed. 

Surficial soils in the area of the Former Forebay, Former Retention Basin, and Former 

Clear Water Pond are shown to be composed of medium-textured glacial till on the 

Quaternary Geology of Southern Michigan Map (1982). Glacial till is typically a dense, 

heterogeneous mixture of soil ranging from clay to cobbles or boulders. Additionally, the 

map shows that glacial outwash and postglacial alluvium are present close to the site, 

which is typically comprised of sand or alternating layers of small gravel to heavy cobbles.  

These soils form the foundations of the Former Forebay, Former Retention Basin, and 

Former Clear Water Pond. The Former Forebay, Former Retention Basin, and Former 
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Clear Water Pond were constructed entirely with perimeter embankments, therefore there 

were no abutments.  

Prior to the construction of the former impoundment system, a subsurface investigation 

program was performed in 1969 by Dames & Moore. The soil boring logs performed for 

that study are presented in the Location Restrictions Report prepared by Mayotte Design 

& Engineering (MD&E) (Ref. [12]). In addition to the 1969 soil borings, test pits were 

performed at the site by MD&E in 2018. In 2018, SME performed three soil borings to the 

west of the Former Forebay and Former Retention Basin for the new gas-fired combustion 

turbine power plant for BWL (Ref. [15]).  From 2019 to 2025, HDR installed 42 wells at 21 

distinct locations across the site. Monitoring wells MW-3 and MW-4 were installed in the 

vicinity of the Former Forebay and the Former Retention Basin, respectively, and MW-1 

and MW-14 were both installed in the vicinity of the Former Clear Water Pond (Ref. [5]). 

Table 3-1 details the borings, test pits, and monitoring wells which were reviewed for the 

physical and engineering properties of the foundation material of the Former Forebay, 

Former Retention Basin, and Former Clear Water Pond. 

Table 3-1. List of Available Borings, Test Pits, Monitoring Wells 

ID Type Year Engineering Firm Reference 

AP-3 to AP-6 Geotechnical Borings 1969 Dames & Moore Ref. [12] 

AP-2 Test Pit 1969 Dames & Moore Ref. [12] 

ECT-18-B01 thru 
ECT-18-B03 

Geotechnical Borings 2018 SME Ref. [15] 

CW-SB-01 thru CW-
SB-03 

Geotechnical Borings 2018 MD&E Ref. [12] 

EW-F-1 thru  
EW-F-6 

Test Pits 2018 MD&E Ref. [12] 

MW-1, MW-3, MW-4, 
MW-14 

Monitoring Wells 2019-2023 HDR Ref. [5] 

The approximate boring, test pit, and monitoring well locations are shown on .  The borings 

logs, test pit records, and monitoring well logs are provided in Attachment 2.  
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Figure 4. Approximate Boring/Monitoring Well Locations 

The physical and engineering properties of the embankment and foundation materials are 

described in Sections 3.5.1 and 3.5.2. 

3.5.1 Physical Properties 

The boring logs, test pit records, and monitoring well logs from subsurface investigations 

(listed in Table 3-1) indicate that the foundations of the Former Forebay, Former Retention 

Basin, and Former Clear Water Pond are composed primarily of alternating layers of 

cohesive and granular soils. These include lean clay, sandy clay, clayey sand, silty sand, 

sand, silt, silty sand, and clayey silt. Gravel, shale fragments, and limestone fragments 

were observed in these interbedded layers. Sandstone was encountered at the bottom of 

the deepest boring (AP-5), at El. 810.4 feet NAVD 88, approximately 60 feet below grade.  

The foundations of the Former Forebay and Former Retention Basin embankments were 

cut to approximately El. 870.9 feet NAVD 88 prior to construction of the embankments. 

There are no records of borings through the embankments of the Former Forebay or 

Former Retention Basin. However, the installation logs of MW-1 and MW-14 indicate that 

the embankment of the Former Clear Water Pond is comprised of firm to stiff cohesive 

material (sandy lean clay). The installation log for MW-1 also indicated the presence of 

gravel in the embankment material. 
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Laboratory test results were available for samples taken from Borings ECT-18-B01 through 

ECT-18-B03, which were performed outside of the footprint of the former impoundments, 

but in the vicinity of the site (i.e. approximately 300 feet northwest of the former 

impoundments). Laboratory test results were available for the subsurface foundation 

material (i.e. below El. 870.9 feet NAVD 88). Undrained shear strengths obtained from 

field estimates with a hand penetrometer or torvane in the cohesive soils ranged from 

1,000 psf (stiff) to greater than 4,500 psf (very stiff).  Moisture contents in the cohesive 

soils ranged between 7 and 13 percent. SPT blow counts indicated that the granular soils 

ranged from very loose to very dense, with blow counts ranging from 3 to greater than 50 

blows per foot. There were no laboratory test results presented on the available boring 

logs for the Former Clear Water Pond. 

3.5.2 Engineering Properties 

Engineering properties for the foundation materials assumed for the original design of the 

Former Forebay, Former Retention Basin, and Former Clear Water Pond are not available. 

However, field investigations using Standard Penetration Tests (SPTs) provide insight into 

the properties of the foundation soils. 

SPTs were performed at four borings (ECT-18-B01 through ECT-18-B03 and AP-3) in the 

vicinity of the Former Forebay and Former Retention Basin. These borings included blow 

counts (N-values) for the foundation materials but were located outside the footprints of 

the Former Forebay and Former Retention Basin.  

The N-values typically ranged from 5 to 20 blows per foot (bpf), from approximately El. 

871.5 feet to approximately El. 866 feet, with shear strength values ranging from 1,000 psf 

to greater than 4,500 psf, as measured in the field with a penetrometer or torvane, 

indicating stiff to hard cohesive soils (sandy lean clay and lean clay). Underlying the stiff 

to very stiff cohesive soils, very loose to medium-dense granular soils (clayey sand and 

some silt), with N-values ranging from 3 to 30 bpf, were encountered to approximately El. 

854 feet.  Cohesive soils consisting of stiff to very stiff sandy lean clay were observed 

interbedding the granular soils in some of the borings. Underlying the very loose to 

medium-dense granular soils, stiff to hard cohesive soils (sandy lean clay) were 

encountered to approximately El. 850 feet with N-values ranging from 6 to 34 bpf and 

shear strength values of greater than 4,500 psf, indicating stiff to hard cohesive soils. 

Below this zone, medium-dense to very dense granular soils were encountered with N-

values ranging from 15 to greater than 50 bpf to El. 811 feet, which is where sandstone 

was encountered. Sandstone was encountered in boring AP-5 (the deepest boring 

performed) and the boring was ultimately terminated after refusal from the SPT.   

SPTs were also performed at three borings (AP-4 through AP-6) in the vicinity of the 

Former Clear Water Pond, including N-values of the foundation material. The existing 

ground surface at the time of the field exploration ranged from approximately El. 871 to 

873 feet.  

The N-values typically ranged from 2 to 7, from the existing ground surface (prior to 

construction of the embankment) to approximately El. 855, indicating loose granular soils.  

Underlying the loose granular soils, medium-dense granular soils with N-values ranging 

from 10 to 27 were encountered to approximately El. 825 to El. 820, where a dense 

granular layer with an N-value of 47 was encountered.  Below the dense granular layer, 
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medium-dense granular soils were encountered with N-values ranging from 16 to 25 to El. 

810 feet, which is where sandstone was encountered, and the boring was ultimately 

terminated after refusal from the SPT. 

HDR is not aware of available data that would allow interpretation of the engineering 

properties of the embankment soils of the Former Clear Water Pond, other than GZA 2012 

(Ref. [3]), which referenced the original specifications for the embankment, and noted that 

the natural ground surface, which also forms the liner, was stripped and scarified to provide 

a bond with the first layer of dike fill. The embankment was constructed primarily with 

selected on-site clay borrow and placed/compacted under controlled conditions.   

The boring logs, along with recorded SPT blow counts, performed in the vicinity of the 

Former Forebay, Former Retention Basin, and Former Clear Water Pond are presented in 

Attachment 2. For additional discussion of the engineering properties of the embankment 

and foundation soils, refer to the HDR Initial Structural Stability and Safety Factor 

Assessment Report (Ref. [10]).  

3.6 §257.73 (c)(1)(vi) - Construction, Description of the 
Materials, Methods, and Timeframe of Construction 

§257.73 (c)(1)(vi): A statement of the type, size, range, and physical and engineering 

properties of the materials used in constructing each zone or stage of the CCR unit; 

the method of site preparation and construction of each zone of the CCR unit; and 

the approximate dates of construction of each successive stage of construction of 

the CCR unit. 

The Former Clear Water Pond was constructed between 1970 and 1973 as part of the 

original construction of the former impoundment system for the Former Erickson Power 

Station, for the purpose of storing process water prior to return to the Former Station 

through the Pump House. The Pump House is located on the northwest side of the Former 

Clear Water Pond. Construction drawings from 1970 are provided in Attachment 3, and 

grading profiles from 2018 are provided in Attachment 5. A review of the installation logs 

of MW-1 and MW-14 indicates that the Former Clear Water Pond embankment generally 

consists of firm to stiff sandy lean clay. No laboratory tests or construction records were 

available to confirm the strength or placement methods, other than the reference to the 

original construction specifications in GZA 2012 (Ref. [3]). A review of the available records 

and discussions with BWL staff indicate that there were no major modifications made to 

the Former Clear Water Pond between the original construction and the decommissioning 

of the former impoundment system.  

The Former Forebay and Former Retention Basin were constructed in 2014. Details of the 

construction procedures and construction materials, as summarized below, can be found 

in the Construction Documentation Report prepared by Mayotte Design & Engineering, 

P.C. (May 2015) (Ref. [13]).  Construction Drawings and As-Built Drawings are presented 

in Attachment 4 and Attachment 6 of this report, respectively. Further details of the 2014 

former impoundment system reconfiguration can also be found in previous versions of the 

site History of Construction reports (Ref. [7] and Ref. [8]). 

Following the end of coal-fired activities at the Former Station in 2022, the Former Forebay, 

Former Retention Basin, and Former Clear Water Pond were decommissioned via removal 
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of coal combustion materials. Closure of these former regulated CCR units began in 

February 2023. Verification of CCR removal from the regulated former CCR units was 

completed and documented in the CCR Removal Report (Ref. [5]).  

Following excavation, the Former Forebay and Former Retention Basin were filled with 

clean fill material and all former impoundments were graded to direct stormwater runoff to 

the Former Impoundment area. The entire former impoundment system area now 

functions only as a limited stormwater collection basin. These former impoundments form 

a roughly contiguous drainage system and are no longer connected. Their only inflow is 

stormwater from direct rainfall onto the former impoundment system. The berm separating 

the Former Clear Water Pont and the Former Impoundment was also removed. The only 

outfall serving the former impoundment system is now the Emergency Outfall Structure at 

the Former Clear Water Pond, which has been modified such that only the horizontal outlet 

pipe remains, with an invert elevation of El. 875.3 ft NAVD88. 

2025 drawings detailing conditions following decommissioning of the former impoundment 

system are also available in HDR’s Ash Impoundments Closure Drawings (Ref. [6]). 

3.7 §257.73 (c)(1)(vii) – Drawings 

§257.73 (c)(1)(vii): At a scale that details engineering structures and appurtenances 

relevant to the design, construction, operation, and maintenance of the CCR unit, 

detailed dimensional drawings of the CCR unit, including a plan view and cross 

sections of the length and width of the CCR unit, showing all zones, foundation 

improvements, drainage provisions, spillways, diversion ditches, outlets, 

instrument locations, and slope protection, in addition to the normal operating pool 

surface elevation and the maximum pool surface elevation following peak discharge 

from the inflow design flood, the expected maximum depth of CCR within the CCR 

surface impoundment, and any identifiable natural or manmade features that could 

adversely affect operation of the CCR unit due to malfunction or mis-operation. 

Available construction drawings from 1970, provided by BWL, are presented in Attachment 

3. Additionally, grading profiles, along with a plan view locating the sections, developed by 

NTH Consultants, Ltd. (Ref. [14]), are provided in Attachment 5. The topographic survey 

used in the development of the grading plans were collected in 2018 by Droneview. 

2014 construction drawings prepared by MD&E (Ref. [13]), provided by BWL, are 

presented in Attachment 4, along with plan views and cross-sectional views of the Former 

Forebay and Former Retention Basin. As-built drawings are presented in Attachment 6. 

2025 drawings detailing conditions following decommissioning of the former impoundment 

system are also available in HDR’s Ash Impoundments Closure Drawings (Ref. [6]). 

3.8 §257.73 (c)(1)(viii) - Instrumentation 

§257.73 (c)(1)(viii): A description of the type, purpose, and location of existing 

instrumentation. 

In 2019 and 2020, HDR installed six monitoring wells for the Former Erickson Power 

Station as part of the Hydrogeologic Characterization of the site to monitor the groundwater 

across the Former Erickson Power Station impoundment system (Ref. [5]).  MW-3 and 
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MW-4 were installed in the vicinity of the Former Forebay and Former Retention Basin, 

respectively, and MW-1 and MW-14 were installed in the vicinity of the Former Clear Water 

Pond. The locations of these wells are shown in Figure 4. The installation logs of MW-1, 

MW-3, MW-4, and MW-14 are provided in Attachment 2.   

Two temporary piezometers, designated as RBPZ-1 and RBPZ-2, were installed on March 

10, 2023, by SME in the embankment that separates the Retention Basin from Lake 

Delta. The purpose of the temporary piezometer installation was to verify the previous 

assumptions regarding ground water level and assumed stratigraphy used in seepage and 

stability analyses for the CCR removal activities. Using the ground water levels obtained 

from the two temporary piezometers, the stability of the embankments was monitored 

during construction and remained at low levels indicating stable embankments. The 

temporary piezometers were monitored throughout construction and abandoned once the 

Retention Basin was filled with soil and no further monitoring was required. 

3.9 §257.73 (c)(1)(ix) - Area Capacity Data 

§257.73 (c)(1)(ix): Area-capacity curves for the CCR unit. 

Area capacity curves for the former impoundment system – including the Former Forebay, 

Former Retention Basin, and Former Clear Water Pond – were developed by HDR and 

are included in the Inflow Design Flood Control System Plan Report (Ref. [9]). See 

Attachment 8 for capacity calculations. 

3.10 §257.73 (c)(1)(x) - Spillway and Diversion Design 
Features 

§257.73 (c)(1)(x): A description of each spillway and diversion design features and 

capacities and calculations used in their determination. 

The former regulated CCR surface impoundments at the Former Station have been 

decommissioned. All effluent hydraulic structures from the Former Forebay and Former 

Retention Basin were removed, and these former units were filled with clean fill material 

and graded to direct all runoff to the Former Impoundment area. 

The Former Clear Water Pond was also decommissioned and the only remaining outfall 

from this former unit is the Emergency Overflow Structure located between the Former 

Clear Water Pond and the swale adjacent to the property line and Canadian National 

Railroad right-of way. This structure was previously comprised of a horizontal outfall pipe 

and a vertical steel riser pipe. During decommissioning, the vertical riser pipe was removed 

and only the horizontal outfall pipe remains, with an invert elevation of 875.3 ft NAVD88. 

The berm previously separating the Former Clear Water Pond and the Former 

Impoundment was also removed, and the Emergency Overflow Structure now serves as 

the sole outfall structure serving the entire former impoundment system. However, 

hydrologic modelling shows that this outfall would not spill over in a 100-year flood event 

(Ref. [9]). 
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3.11 §257.73 (c)(1)(xi) - Construction Specifications and 
Provisions for Operations and Maintenance 

§257.73 (c)(1)(xi): The construction specifications and provisions for surveillance, 

maintenance, and repair of the CCR unit. 

The construction specifications for the Former Forebay and Former Retention Basin are 

included in the Construction Documentation Report prepared by MD&E (Ref. [13]) and are 

also presented in Attachment 7. Construction specifications for the Former Clear Water 

Pond are not available. As noted above, GZA 2012 (Ref. [3]) references the original 

constructions and presumably had the opportunity to review them. 

Prior to the removal of CCR from the former regulated CCR units, BWL performed weekly 

inspections for the entire former CCR impoundment system, per the requirements of 40 

CFR §257.83(a)(1). A typical Weekly Inspection Report is provided in Attachment 

9.Following verification of CCR removal (Ref. [5]), and subsequent EGLE approval on 

November 8, 2024, operating criteria and inspection requirements of 40 CFR §257.83 no 

longer apply to the former impoundments. However, BWL continues to conduct 

maintenance on an as-needed basis. BWL also continues to perform corrective action for 

groundwater, per the post-closure care requirements of 40 CFR §257.83(c)(2). 

3.12 §257.73 (c)(1)(xii) - Record of Structural Instability 

§257.73 (c)(1)(xii): Any record or knowledge of structural instability of the CCR unit. 

Prior to the removal of CCR from the former regulated CCR units, BWL performed weekly 

inspections for the entire CCR impoundment system. The weekly inspections were 

completed by qualified individuals to check for potentially hazardous conditions or 

structural weakness and the results of the inspections are documented internally on 

Weekly Inspection Reports. As discussed in Section 3.11, above, these weekly inspection 

requirements are no longer applicable to the former impoundment system, following the 

verification of CCR removal (Ref. [5]). 

An inspection of the Former Clear Water Pond was performed by GZA, referred to as a 

Round 10 Dam Assessment, at the facility (Ref. [3]). An additional inspection of the Former 

Clear Water Pond was performed in 2009 by Inspecsol Engineering, Inc. as noted in GZA 

2012 (Ref. [3]), however, that report was not available for review. 

HDR has also performed annual inspections of the Former Forebay, Former Retention 

Basin, and Former Clear Water Pond annually since 2020. The results of these inspections 

are submitted under separate cover, the most recent of which is dated February 20, 2025 

(Ref. [4]). 
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